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Modell  ELAP 1000-91 ELAP 1000-100 ELAP 1200 ELAP 1500 ELAP 1800 ELAP 2000 ELAP 2200

Version Floor version Floor version Floor version Floor version Floor version Floor version Floor version

Working disc Ø 914 (36“) 1000 1200 1500 1800 2000 2200

Conditioning ring inner Ø 368 406 480 600 666 740 900

Number of conditioning rings 3 3 3 3 3 3 3

Power [kW] 4 | 7,5 4 | 7,5 7,5 | 11 7,5 | 11 18 | 22 18 | 22 18 | 22

Voltage [V] 400 400 400 400 400 400 400

Rotation speed control [rpm] 20-60 20-60 5-25 5-25 5-15 5-15 5-15

Dimensions [mm] 1595x1595x990 1595x1595x990 1933x1933x1030 1933x1933x1030 3000x2800x1030 3000x2800x1030 3000x2800x1030

Weight [kg] 1100 1200 2580 3100 5300 5500 5900

Pressure device

Frame stainless steel

Frame painted steel

Subject to change without prior notice.  = Standard |  = optional | n/a = not available

Model ELAP 400-38 ELAP 400-40 ELAP 500 ELAP 700-61 ELAP 700-70

Version Floor version Floor version Floor version Floor version Floor version

Working disc Ø 380 (15“) 400 500 610 (24“) 700

Conditioning ring inner Ø 140 160 200 248 275

Number of conditioning rings 3 3 3 3 3

Power [kW] 0,55 | 0,75 0,55 | 0,75 1,1 2,2 2,2

Voltage [V] 400 400 400 400 400

Rotation speed control [rpm] 20-60 20-60 20-60 20-60 20-60

Dimensions [mm] 700x700x990 700x700x990 720x720x990 1233x1233x960 1233x1233x960

Weight [kg] 200 220 250 710 720

Pressure device

Frame stainless steel

Frame painted steel


